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Rheoline Moving Die
Rheometer

Rheoline Mul�-Func�on
Rheometer

Rheoline Oscilla�ng Disc
Rheometer

Die Assembly Biconical Die; Sealed Biconical Die; Sealed Rotor (Disc); Sealed

Standards ISO No. 6502 / ASTM
D5289

ISO 6502 / ISO 13145
ASTM D5289 / ASTM
D6048 / ASTM D6204
ASTM D6601 / ASTM 7605
DIN 53529

ISO 3417 / ASTM D2084

Oscilla�on Angle 1°, 3° or 5° ± 0.001 ° to 360 ° 0.1°, 3.0° and 5.0°

Frequency 1.67 Hz 0.001 Hz to 50 Hz 1.67 Hz

Temperature Range Ambient to 250 °C ± 0.03 °C Ambient to 250 °C ± 0.03 °C Ambient to 250 °C ± 0.03 °C

Test Methods & Channels Standard Torque Curve
Viscous Curve
Tan. Delta
Cure Rate
Programmable Data Points
& Limits
Pass/Fail limits

Standard Cure (MDR Mode,
Non-Isothermal)
Strain (Sweep LAOS)
Payne Test
Stress Relaxa�on
Frequency Sweep
Condi�oning
Linked Test

Standard Torque Curve
Viscous Curve
Tan. Delta
Cure Rate
Programmable Data Points
& Limits
Pass/Fail limits

RHEOLINE
RHEOMETERS

EXPLORE THE RHEOLINE RANGE


